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Asses the situation with a walk-
around.



Chalk the vehicle behind the front 
tires & in front of the rear tires



Puncture the tires



Stabilize the vehicle



Electrical shut down- cut a section 
from the ground cable & and then the 

positive cable



Pull all accessory cables



Check to make sure all power is off



Wait 5 minutes of the capacitors to 
discharge in the air bag control 

module



Air Bag Types



5-10-20 Rule

5 inches between seat
& deployed air bag

10 inches between seat & driver’s side
Air bag

20 inches between seat & passenger’s
Side air bag



Where to find information of hybids



Vehicle Terminology

Front Section

Passenger Section

Rear Section



Vehicle Terminology

“A” Pillar

“B” Pillar

Sail Panel

Door Intrusion BeamWindshield Post

Rocker Panel



Energy Absorption VS Energy Transfer



Energy Absorption VS Energy Transfer

Energy Transfer

Energy Absorption



Cutting “B” pillars (without Ultra High 
Strength Steel Reinforcements) works with 

most cutters & reciprocating saws.



Can the latest cutters cut thru a “B”
center post with an Advanced Steel 
alloyed with boron reinforcement?



Can a reciprocating saw cut thru a 
“B” Pillar with an Advanced Steel 
alloyed with born reinforcement?



Thanks for all your help

Ron Moore
University of Extrication

Todd Hoffman
Scenes of the Accident




